
CLAIMS 

What is claimed is: 

1 1. A method for Advanced network viewing, comprising: 

2 accessing a first site; 

3 querying atrleast one of a link and a second site linked to said first site; 

4 generating a representation of said linked second site; 

5 commumcating the representation wherein the communicated representation 

6 enables a user jo preview the linked second site. 

1 2. The method as described in claim 1, wherein the querying step includes 

2 limiting the scope of the query yoy including a defined limitation. 

1 3. The method as described in claim 2, wherein the limiting step includes at least 

2 one of a hierarchy and numbfer of links. 

1 4. The method as described in claim 1, wherein the generating step includes 

2 forming a thumbnail representation of the linked second site. 

1 5. The method as /described in claim 4, wherein the thumbnail representation is 

2 formed by taking a snapshot of the linked second site. 

1 6. Th^ method as described in claim I, further comprising storing the 

2 represent 




1 7. The m^od as described in claim 6, further comprising periodically updating 

2 the stored rep^sentation by at least one of the linked second site and the first site. 

8. The method as described in claim 7, wherein the updating step is performed 
2 during idle^ime. 

1 9. The method as described^in claim 1, wherein the communicating step includes 

2 displaying the representation in a separate window. 
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1 10. The method as describep in claim 1, wherein the communicating step includes 

2 displaying the representation as part of display of the first site so that the 

3 representation may be viewed/as a component part of the first site. 

1 11. The method as descr/bed in claim 10, wherein the representation is displayed 

2 proximally to the link. 

1 12. The method as described in claim 1, wherein if the linked second site is not 

2 accessible, generating a Representation indicating that the linked second site is not 

3 accessible. 

1 13. The method as described in claim 1, wherein the generating step includes 

2 correlating descriptive information with a representation. 
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14. A program of insStructions storable on a medium readable by an information 
handling system for causing the information handling system to execute steps for 
advanced network viewing, the steps comprising: 

accessing a fi/f-st site; 
querying at least one of a Hnk and a second site linked to said first site; 
generating representation of said linked second site; 

communicating the representation wherein the communicated representation 
enables a user to preview the linked second site. 

15. The program of instructions as described in claim 14, wherein the querying 
step includes limiting the scoge of the query by including a defined limitation. 



1 16, The program of instructions as described in claim 15, wherein the limiting step 

2 includes at least one of a hierarchy and number of links. 

1 17. The program of instructions as described in claim 14, wherein the generating 

2 step includes forming a thmmbnail representation of the linked second site. 

1 18. The program of mstructions as described in claim 17, wherein the thumbnail 

2 representation is formed/by taking a snapshot of the linked second site. 

1 19. The progiam of instructions as described in claim 14, further comprising 

2 storing the repraSentation. 

1 20. The /pragram of instructions as described in claim 19, fiarther comprising 

2 periodically updatmg the stored representation by at least one of the linked second site 

3 and the first site. 



1 21. The program ofl^instructions as described in claim 20, wherein the updating 

2 step is performed during idle time. 

1 22, The program of instruction/ as described in claim 14, wherein the 

2 communicating step includes displaying the representation in a separate window. 
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23. The program of instructions as described in claim 14, wherein the 
communicating step includes displaying the representation as part of the first site so 
that the representation is viewed yas a component part of the first site. 

24, The program of ins/ructions as described in claim 23, wherein the 
representation is displayed proximally to the link. 



25. The program of instructions as described in claim 14, wherein if the linked 
second site is not accessible, generating a representation indicating that the linked 
second site is not accessible . 



26. The program of instructions 
step includes correlating d^sscript 



as described in claim 14, wherein the generating 
ive information with a representation. 
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27. An information handlmg system for advanced network viewing, comprising: 

a processor for executing a program of instructions on the information 
handling system; / 

a memory coupler to the processor for storing the program of instructions 
executable by said proce/sor; and 

an input and Output system coupled to the processor for coupling the 
information handling/ system to a network wherein the program of instructions 
configures the infonnation handling system to 
accesp a first site; 

quew at least one of a link and a second site linked to said first site; 
generate a representation of said linked second site; 
communicate the representation wherein the communicated 
representation enables a user to preview the linked second site. 

28. The information handling system as described in claim 27, wherein the 
network includes at least oneyof the Internet, world wide web, bulletin board service, 
file transfer protocol site, local area network, and wide area network. 

29. The information handhng system as described in claim 27, wherein query 
instruction includes a limning instruction thereby limiting the scope of the query by 
including a defined limitarion. 

30. The information/ handling system as described in claim 29, wherein the 
limiting instruction includes at least one of a hierarchy and number of links. 

31. The informaticm handling system as described in claim 27, wherein the 
generate instruction includes forming a thumbnail representation of the linked second 
site. / 

32. The informalion handling system as described in claim 31, wherein the 
thumbnail representation is formed by taking a snapshot of the linked second site. 



33. The infoi 
storing the rem-^ 
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34. The irjfc5i^ation handling system as described in claim 33, wherein the stored 
representat/bi^rfia^, be periodically updated by at least one of the linked second site 
and the first/site. 

35. The information handling system as described in claim 34, wherein the 
periodically updatied stored representation is updated during idle time. 

36. The information handling sj^stem as described in claim 27, wherein the 
communicate instruction includes displaying the representation in a separate window. 

37. The information handling system as described in claim 27, wherein the 
communicate instruction includes displaying the representation as part of the first site 
so that the representation is viewedf as a component part of the first site. 

38. The information handling system as described in claim 37, wherein the 
representation is displayed proximally to the link. 

39. The informafion handli|ng system as described in claim 27, wherein if the 
linked second site is not accessible, generating a representation indicating that the 
linked second site is not accessible. 



40. The information 
generate instruction includes 



hai^dling system as described in claim 27, wherein the 
correlating descriptive information with a representation. 
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41 . An information handling system for advanced network viewing, comprising: 

a processor for executing a program of instructions on the information 
handUng system; 

a memory coupled to the processor for storing the program of instructions 
executable by s^id processor; and 

an inpu\ and output system coupled to the processor for coupling the 
information handling system to a network wherein the program of instructions 
configures the information handling system to include 
means for accessing a first site; 

meanfe for querying at least one of a link and a second site linked to 
ps aid — \first site; 

means fl&r generating a representation of said linked second site; 
means fOT communicating the representation; 

wherein tne communicated representation enables a user to preview the 
linked second site. 

42. The information handling system as described in claim 41, wherein the 
network includes at least one of theAntemet, world wide web, bulletin board service, 
file transfer protocol site, local arear network, and wide area network. 

43. The information handling system as described in claim 41, wherein querying 
means includes a defined limitation thereby limiting the scope of the query. 

44. The information handling system as described in claim 43, wherein the 
limitation includes at least one of a hierarchy and number of links. 

45. The information handling system as described in claim 41, wherein , the 
generating means includes/forming a thumbnail representation. 

46. The information /handling system as described in claim 45, wherein the 
thumbnail representatior/ is formed by taking a snapshot. 

47. The infomr^on handling system as described in claim 41, further comprising 
means for stori/^me representation. 
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48. The inMrmation handling system as described in claim 47, wherein the stored 
representati'on^ay be periodically updated by at least one of the linked second site 
and the fixa^ire; 



49. The informadon handling system as described in claim 48, wherein the 
periodically updat^ stored representation is updated during idle time. 

50. The information handling system as described in claim 41, wherein the 
communicating means includes displaying the representation in a separate window. 

51. The informatioiy handling system as described in claim 41, wherein the 
communicating means mcludes displaying the representation as part of the first site. 

52. The informanon handling system as described in claim 51, wherein the 
representation is displayed proximally to the link. 

53. The information handling system as described in claim 41, wherein when the 
linked second site is not accessible the generating means utilizes a representation 
indicating that me linked second site is not accessible. 

54. The information handling system as described in claim 41, wherein the 
generating ymeans includes means for correlating descriptive information with a 
representation. 
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55. A system for Advanced network viewing, comprising: 
a first site; ^d 
a second sLfe linked over a network to said first site; 

wherein me second site provides a representation of said second site to said 
first site so thaya user may access said first site and preview said second site. 

56. The system as described in/claim 55, wherein the network includes at least one 
of the Internet, a local area network, and a wide area network. 



1 57. The system as described in claim 55, fiirther comprising storing the 

2 representaj 
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58. Tls^e >^tem ^s described in claim 57, wherein the stored representation may be 
periodically up\jated by at least one of the second site and the first site. 

59, The system as described in claim 58, wherein the periodically updated stored 
representation is updated djttring idle time. 
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